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Synopsis

This application note provides simple processes for overcoming the systematic and random errors caused by dead time in a gamma-

ray spectrometer. The applicability of the livetime clock for sources generating essentially constant counting rate, and the Zero Dead

Time (ZDT) scheme for sources with changing counting rates are explained. The statistical error to be reported in the measured

counting rate is defined in both circumstances. The explanations are related to ORTEC gamma-ray spectrometers. But, with minor

adjustments, they can be adapted to energy spectrometers for X rays, alpha particles and beta particles, or spectrometers from other

manufacturers.

The Systematic Error Caused by Dead Time

In a gamma-ray spectrometer there is a finite processing time required to measure and record each detected gamma ray. Depending

on the spectrometer and its intended use, the processing time is typically in the range of microseconds to tens of microseconds.

During this processing time, the spectrometer is not able to respond to another gamma ray. Thus the processing time is normally

regarded as a dead time. Because gamma-ray photons arrive at the detector with a random distribution in time, some photons will

arrive during this dead time and will not be measured or counted. This constitutes a dead time loss. In other words, the number of

gamma rays reported in the measured energy spectrum will be less than the number of gamma rays that impinged on the detector

during the measurement period.

For a spectrum accumulation that lasts for a real time of TR seconds, the relationship between the real time, the total dead time, TD,

and the total live time, TL, is

TL = TR – TD (1)

The real time, TR, is the elapsed time over which the spectrum is accumulated, as measured with a standard stop-watch, or the clock

on the wall. The total dead time, TD, is the sum of all the individual dead time intervals during that accumulation. The residual, after

subtracting TD from TR, is the total live time, TL, i.e., the total time during which the spectrometer was able to respond to another

gamma ray.

Spectrometers usually report the percent dead time so that the operator is aware of the severity of the dead time losses. The percent

dead time, %DT, can be derived from equation (1) in the form

Operating conditions that result in greater than 63% dead time should be avoided, where possible, because the systematic errors in

the dead time correction escalate above that point. Moreover, most gamma-ray spectrometers incorporate paralyzable dead time

(a.k.a., extending dead time) as the dominant component of their dead time. With paralyzable dead time, the maximum recorded

counting rate is achieved at 63% dead time. Beyond 63% dead time, increasing the counting rate at the detector actually decreases

the counting rate recorded in the analyzed spectrum1,2. 

Correcting for Dead Time Losses

The schemes for correcting for dead time losses can be separated into two main categories: a) the counting rate of the source of

gamma rays is essentially constant over the time taken to accumulate the spectrum, and b) the counting rate varies significantly

during the accumulation of the energy spectrum.
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The Live Time Clock for Constant Counting Rates

Probably, the most common situation is measuring the energy spectrum and activities of radioisotopes whose half lives are very long

compared to the time required to accumulate the energy spectrum with sufficient statistical precision. In this case, the counting rate

and the percent dead time are essentially constant during the measurement of the spectrum. A convenient and effective tool for

correcting the dead time losses when the counting rates are steady is the livetime clock1,2. This is an electronic clock that counts the

ticks of elapsed time only when the spectrometer is live and able to respond to another gamma-ray event. This is like measuring the

constant rate at which water is flowing out of a pipe by filling a 1-liter bucket and then dumping the bucket on the ground. Dumping

the bucket constitutes dead time. If you measure only the time it takes to fill the bucket, you will be able to calculate the flow rate in

liters per second by dividing by the filling time. You don’t count the time while you are emptying the bucket, because that is dead

time. To improve the precision of the answer, this measurement can be repeated over a large number of 1-liter fillings, with the stop

watch accumulating time during the filling phase, but stopped during the dumping time. At the end of the process, the correct flow

rate is obtained by dividing the number of liters filled by the live time recorded on the stop watch.

Because the gamma rays are generated by the radioactive source with a random distribution in time, the number of gamma rays

counted in a fixed time interval is a stochastic variable. If the energy spectrum is accumulated for a preset live time, TL, then Poisson

Statistics applies1. Therefore, the standard deviation in the recorded counts, NL, in a region of interest set across a specific peak in the

spectrum will be1

What is of interest to the gamma-ray spectrometrist is the activity of the radioisotope, and that is proportional to the counting rate in

the peak. By dividing the recorded counts by the live time, one calculates the true counting rate at the detector, free of dead time

losses. 

The subscript on the counting rate, Ri, denotes that this is the true input rate of gamma rays at the detector for the selected peak in

the energy spectrum.

In this case, the live time is considered a deterministically measured variable, and the standard formula for propagation of statistical

errors3 yields

where σRi is the standard deviation in the counting rate, Ri.

Because the dead time intervals are generated by the randomly arriving gamma rays, there is a random variation in the ratio of TR/TL.

Consequently, the standard deviation in the number of counts recorded in a preset real time is not simply the square root of the

number of counts. Furthermore, the standard deviation in the counts recorded for a preset real time is difficult to calculate1,6,7. But

fortunately, equations (4) and (5) are applicable, no matter how the acquisition of the spectrum is stopped. In other words, always
divide the recorded counts by the live time. This yields the true input counting rate, and provides a simple way to calculate the
standard deviation in that counting rate. 
From equations (4) and (5) one can derive the percent standard deviation in the measured input rate, which is

Table 1 shows how the precision from counting statistics depends on the number of counts recorded in a

preset live time. More than 10,000 counts are required to achieve a precision less than 1%.

To see how this degrades when background must be subtracted from the peak in the energy spectrum, see

reference 4. To simplify the discussion, this application note will ignore the background subtraction issue.
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Precision Limitations in the Livetime Clock

Clock Tick Period: The electronic clock employed to measure the elapsed real time and live time is usually based on a crystal-

controlled oscillator that generates a period tc between clock ticks. The clock ticks are counted and multiplied by the appropriate

constant to express the measured time in seconds. When a preset time limit is set, the electronic clock ticks are counted to determine

when that limit is reached, thus stopping the acquisition. To make an accurate measurement of the dead time on each gamma-ray

pulse, the period tc must be short compared to the pulse width caused by the gamma-ray event. Typically tc is designed to be in the

range of 100 to 500 ns. When operating for a preset live time or a preset real time, there is an uncertainty of ±1/2 clock period in

accounting for the actual elapsed time. In virtually all cases, the preset time interval will be long enough (e.g., >20 ms) so that this

quantization error is negligible (<0.0025%).

Truncation of the Reported Live Time: A second error can arise from the quantization limit set by the least significant digit in the

live time as reported by the hardware or software. Typically, this precision limit is chosen by design in the range of 10 ms to 1 s. If

the spectrometer is operated for a preset real time, this quantization limit controls the precision of the displayed live time. If the live

time is large compared to the least significant digit, this quantization limit contributes a negligible error to the measurement of the

counting rate. But, the precision of the reported live time can introduce a significant uncertainty in the calculated counting rate when

the elapsed live time for the measurement approaches the magnitude of the least significant digit. In that case, the live time precision

becomes a limitation on the measurement precision. This limitation on the live time precision only applies when operating for a

preset real time, or when the acquisition is stopped manually. Counting for a preset live time eliminates this error.

The Systematic Dead Time Error: The third source of error becomes important when the percent dead time is very large. Pulse

height discriminators are normally set just above the noise level to measure the duration of the gamma-ray pulses, in order to assess

the dead time caused by each pulse. Unfortunately, these pulses have leading and falling edges that are not very abrupt.  The initial

rise out of the noise is sluggish, and the falling edge is slow to disappear into the noise. This makes it difficult to make an accurate

measurement of the dead time caused by each pulse.  Low-energy pulses that exhibit a very low signal-to-noise ratio also present a

challenge for measuring their dead time contribution.

To see why the accuracy of dead time measurement is important at high percent dead times, but insignificant at low percent dead

times, consider the following simple example. Presume that the measurement of the dead time interval has a systematically high 0.01

relative error. When the dead time is 1%, the live time is 99%. Consequently, the dead time will be overestimated by 0.01 x 1% =

0.01%, which is a relative error of 0.01%/99% in the live time. That is approximately a 0.01% live time error. Such a small error will

virtually always be negligible compared to the larger statistical error resulting from counting random gamma-ray events.

At the other end of the range, consider a 90% dead time. The corresponding live time is 10%. The 0.01 relative error in the dead

time measurement yields a 0.01 x 90% = 0.9% error in the total dead time. This is a relative error in the live time given by

0.9%/10% = 0.09. That is a 9% error in the measurement of the live time. Because the dead time was systematically overestimated,

the live time will be systematically underestimated, and the counting rate will be overestimated by 9%.

Often, manufacturers will pick a high percent dead time and specify an upper limit for the systematic live time error at that percent

dead time. Usually, operating at a lower percent dead time will result in a noticeably lower live time error. 

ZDT for Varying Counting Rates

Applications with varying counting rates are sometimes encountered in gamma-ray spectrometry. One example is the monitoring of

coolant pipes for contaminants in a nuclear power reactor. A brief surge in contamination will cause the counting rate to rise and fall

abruptly. Another example is the analysis of samples activated by neutrons in a nuclear reactor. The sample almost always exhibits

initially high counting rates from short-lived isotopes, followed by lower counting rates from radioisotopes having much longer half-

lives. If the counting rate changes significantly during the time taken to acquire the energy spectrum, the simple livetime clock will

yield the wrong counting rate. In the case of neutron activation analysis, the initially high counting rates cause a high percent dead

time, and the spectrometer tries to compensate by extending the counting time. But, the counting time is extended while the counting

rate is low, and this distorts the spectrum. The counts for the short-lived isotopes will be systematically depressed and the long half-

life content will be artificially increased. 

The ORTEC Zero Dead Time algorithm5 overcomes this problem with rapidly changing counting rates by making the dead time

corrections over time intervals that are short enough to experience insignificant changes in counting rate. 
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The Constant Counting Rate Approximation: To achieve a simple understanding of the method, consider measuring a source that

has a constant counting rate. At the end of the preset live time, TL, the region of interest on a peak in the spectrum contains a number

of counts, Nu, which we will call the uncorrected counts. From the definition of live time and real time, the counting rate at the

detector in the region of interest is 

Nc, the “corrected” counts, represents the number of events that should have been recorded if there had been no dead time. From

equation (7) Nc can be calculated as 

The real time to live time ratio in equation (8) is represented more succinctly by

The statistical variance in Nc can be calculated from the standard formula for the propagation of errors3 as

Where the terms in parentheses are partial derivatives of equation (8) with respect to the variables on the right side of equation (8),

(σrNu)
2 is the covariance between r and Nu, and the statistical variance in r is (σr)

2. Because the counts were acquired for a preset live

time, the variance in Nu, is given by

σNu
2 = Nu (11)

For the case where the counting rate in the region of interest is a small fraction, f, of the total counting rate in the spectrum, Pommé6, 7

has shown that the second and third terms in equation (10) are negligible and can be deleted. (See Appendix A for an explanation.)

Therefore, equation (10) simplifies to

σNc
2 = r 2 Nu (12)

Thus, the standard deviation in the corrected counts is

When the counts in the integrated region of interest are not a small fraction of the total counts in the spectrum, equations (12) and

(13) underestimate the statistical error in Nc. Practical measurements6 have demonstrated that the standard deviation in the total

spectrum counts can be as much as a factor of 1.45 higher than indicated by equation (13) when the percent dead time is 70%.

However, the gamma-ray spectrometrist is normally interested in the activities of the radioisotopes as derived from the counting

rates in the peaks. The counting rate in a peak for a specific isotope virtually always represents a small fraction of the counting rate

in the entire spectrum. Therefore, equation (13) is applicable in this normal case.

With this scheme for obtaining the corrected counts, the true input counting rate at the detector for the peak in the region of interest

is given by

Note that the corrected counts are divided by the real time to calculate the true input counting rate. The standard deviation in this

calculated counting rate is
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Adapting to Changing Counting Rates: If the counting rates are changing significantly during the spectrum acquisition, equations

(7) through (9) and (11) to (15) do not yield the right answer. This happens because the real time to live time ratio, r, is changing

during the acquisition. The average value of r is available at the end of the acquisition. But, the average value of r2 required in

equation (12) is not equal to the square of the average value of r.

The ZDT electronics solves this problem by breaking up the acquisition into differential time intervals that are so short that the

counting rate does not change appreciably during the differential interval. The duration of the differential time interval is typically

chosen by the design engineer to be in the range of 0.1 to 1.5 ms. This subdivision is based on real time to avoid lengthening at high

percent dead times. 

During each differential time interval the current ratio of real time to live time is measured. When an event is accepted by the

analyzer, instead of adding one count to the appropriate energy channel, the counts in that memory location are incremented by r

counts, where r is the instantaneous value of the real time to live time ratio. This generates the corrected counts from the uncorrected

counts instantaneously on each accepted event. Consequently, the correction is able to follow the changing values of r caused by the

changing counting rates. At the end of the acquisition, the “Corrected” spectrum contains the counts corrected in real time for the

dead time loss. This spectrum represents the spectrum of gamma-rays received by the detector over the real time of the acquisition,

undistorted by dead time losses.

The statistical variance in the corrected counts is similarly obtained by adapting equation (12) to the differential time intervals. The

memory of the analyzer is divided into two equal segments. The first segment contains the energy spectrum corrected for dead time

losses. This is the “ZDT Corrected Spectrum”. The second spectrum is typically called the “ZDT Error Spectrum”. It uses the same

energy scale as the corrected spectrum. But, the numbers in each energy channel of the error spectrum represent the variance in the

counts in the corresponding channel in the corrected spectrum. 

The error spectrum is also generated on an event-by-event basis. When a gamma-ray event is accepted by the analyzer, the

instantaneous value of r2 is added to the content of the appropriate energy channel in the error spectrum. As can be deduced from

equation (12), the variance for a single count is r2, because Nu = 1. The well known result for combining independent random errors

states that the variance of the sum of numbers is simply the sum of the individual variances3. Consequently, summing the individual

values of r2 in the error spectrum correctly reports the variance in the sum of the r values tallied in the corrected energy spectrum in

the same energy channel. 

In practice, one sets a region of interest across a peak in the ZDT corrected spectrum and sums the counts in that region of interest to

report the corrected counts in the peak, Nc. To predict the standard deviation in the peak counts, one sums the variances over the

same channels in the ZDT error spectrum and takes the square root of that sum. In other words, the variance in Nc is

σNc
2 = E (16)

Where E is the sum of the numbers in the ZDT error spectrum over the same channels used to sum the counts in the ZDT corrected

spectrum. Obviously, the estimated standard deviation in the Nc counts is simply

Note, for completeness, that the counting rate at the detector is calculated by dividing the corrected counts by the elapsed real time,

i.e., 

and the standard deviation in the calculated Ri is estimated from

Thus the ZDT algorithms provide a means of correcting for dead time losses differentially in real time, with the ability to predict the

standard deviation in the corrected counts, even when the counting rates and percent dead time change drastically during the

acquisition period.

Pragmatic verification of the effectiveness and accuracy of the ZDT method is evidenced by the extensive testing reported in

references 6, and 8 through 13.
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Summary for Implementation

The important points regarding the various operating conditions can be summarized as follows.

1) For counting rates that are essentially constant during the time required to acquire an energy spectrum:

a) When acquiring for a preset live time, the estimated standard deviation in the recorded counts is simply the square root of the

number of counts. (This simple statement is not true when acquiring for a preset real time.)

b) To find the true counting rate at the detector (corrected for dead time losses), divide the recorded counts by the elapsed live

time. This procedure is applicable no matter how the acquisition is stopped (manually, by preset counts, by preset real time, or

by present live time).

c) No matter how the acquisition is stopped, the estimated standard deviation in the calculated counting rate from 1b) above is the

square root of the number of counts divided by the live time. 

2) For rapidly changing counting rates, where the percent dead time changes appreciably during the acquisition of the energy

spectrum, use the ORTEC ZDT mode.

a) The counts corrected for dead time losses are found by integrating the counts in a peak from the ZDT Corrected Spectrum.

b) The variance in the counts from the peak is obtained by summing the numbers in the ZDT Error Spectrum over the same

channels used to sum the counts in the peak. The estimated standard deviation is simply the square root of the variance

summed from the ZDT Error Spectrum.

c) The counting rate at the detector (corrected for dead time losses) is the corrected counts from step 2a) divided by the elapsed

real time.

d) The estimated standard deviation in the counting rate at the detector is the standard deviation from step 2b) divided by the

elapsed real time.

3) To avoid systematic errors and digital truncation errors in the livetime correction

a) Employ total acquisition times that are large compared to the reported least significant digit from the livetime clock.

b) Avoid percent dead times in excess of 63% wherever possible.

Appendix A: Justification for Ignoring the Variance in r

In general, the number of gamma-rays arriving at the detector in a prescribed real time has a statistical variation. Because each

gamma-ray that produces an electrical pulse in the detector will increase the dead time, there is a positive correlation between the

number of arriving gamma-rays and the dead time. With respect to the live time, the correlation is negative, because increased dead

time corresponds to decreased live time. Thus, in general, one would expect a significant variance for r and a significant covariance

between Nu and r in equation (10). This expectation is supported from the reported practical experiments that measure the variance in

the corrected counts in the total energy spectrum using the ZDT algorithm6.

For the case where the corrected counts are summed from an individual peak in the spectrum, the counts in the peak represent a

small fraction, f, of the total counts in the spectrum. If one separates the dead time caused by the f fraction of events from the

remaining (1–f) fraction of events in the spectrum, it becomes apparent that the percent dead time caused by the f fraction is very

small compared to the dead time generated by the (1–f) fraction. Thus, statistical variations in the number of f events do not have a

significant affect on the percent dead time. Hence, the correlation between the f events and dead time is negligible.

Because the f events and the (1–f) events are independent random variables, the large dead time caused by the (1–f) events is seen

by the f events as if someone is randomly opening and closing the gate that permits gamma-rays to be accepted for analysis in the

spectrometer. As far as the f events are concerned, the available live time is a time that can be measured deterministically. If the live

time and the real time are both accurately measured, then the ratio of real time to live time deterministically predicts the ratio of the

number of f events that would have been counted (in the absence of dead time) to the number of f events that were able to elude the

dead time caused by the (1–f) events. 

Hence, the variance in r and the covariance between r and Nu is negligible in equation (10) if f is a relatively small fraction.

Generally, keeping f < 0.03 (i.e., 3%) will limit the underestimate of the standard deviation to <10% when using the data from the

Error Spectrum. This condition is easily met when integrating peaks from a Ge detector, which typically has a FWHM energy

resolution <0.2% at 1.33 MeV.

Application Note AN63
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Appendix B: Specific Formulae for the Corrected Spectrum and Error Spectrum

The ZDT electronics overcomes the variation of r with changing counting rates by breaking up the acquisition into live time

intervals, ΔtLj that are so short that the counting rate does not change significantly during that differential live time interval. For each

of these jth live time intervals, the differential real time to live time ratio is measured as

Where ΔtRj is the real time measured during the jth differential live time interval, ΔtLj. Thus, there is a stream of continually changing

values rj for the gamma-ray counts to sample as each individual gamma-ray arrives. When the kth gamma ray arrives, it samples the

current value of rj and designates that value as rk. Instead of saving this event as one count in the energy spectrum, the arrival is

stored by adding rk to the numbers already tallied in the appropriate energy channel‡. Thus, this makes the same correction as in

equation (8), but on an event-by-event basis. At the end of the acquisition, the number stored in channel i of the energy spectrum is

Where Nui is the number of counts destined for the ith energy channel before the ZDT dead time correction is applied.

Equation (10) specifies that the variance in a sum of a series of measurements is the sum of the variances of each measurement.

Consequently, an error spectrum is formed by summing the variances from each corrected count. Channel i in the error spectrum

corresponds to channel i in the energy spectrum. As each gamma-ray arrives for the ith channel, the sampled value rk is squared and

added to the ith channel in the error spectrum, according to the guidance from equation (12). At the end of the acquisition, the number

in channel i of the error spectrum will be

Taking the square root yields σNci, which is the standard deviation for the differentially-corrected counts Nci in channel i of the

energy spectrum. 

Because equation (22) is used only for the normal case where the counts in a peak represent a small fraction, f, of the total counts in

the spectrum, the variance in rk is negligible. Consequently, the differential time intervals for ZDT can be based on real time or live

time without significantly affecting the variance calculation. Differential live time intervals would become much longer as the

percent dead time increases. This trend would make it difficult to ensure that the differential time interval is much shorter than the

lifetime of the short-lived radioisotopes. Consequently, differential real time intervals are normally employed. 

References

1. Ron Jenkins, R. W. Gould and Dale Gedcke, Quantitative X-Ray Spectrometry, Marcel Dekker Inc., New York, 1981, Chap. 4.

[Ed., The 1st edition is recommended, because relevant information beyond the middle of section 4.8 has been deleted in the 2nd
edition, and the graphics for figures 4.55 and 4.56 have been erroneously interchanged.]

2. See the Introduction to Amplifiers and the Introduction to CAMAC ADCs on the ORTEC web site, www.ortec-online.com.

3. Phillip R. Bevington and D. Keith Robinson, Data Reduction and Error Analysis for the Physical Sciences, WCB/McGraw-Hill,

New York, 1969.

4. D. A. Gedcke, ORTEC Application Note AN59, How Counting Statistics Controls Detection Limits and Peak Precision,

www.ortec-online.com, 2001.

5. Russell D. Bingham, Dale A. Gedcke, Rex C. Trammell, Timothy R. Twomey and Ronald M. Keyser, Differential Correction

Method and Apparatus, U. S. Patent No. 6,327,549 B1, Dec. 4, 2001.

6. S. Pommé, Nucl. Instr. and Meth. In Phys. Res. A, 474 (2001) 245–252.

Application Note AN63

rj = –––
ΔtRj

ΔtLj
(20)

Nci =     rkΣ (21)

Nui

k=1

‡ For a method that cumulatively converts the floating point ratios, rk, to integer values to reduce memory size, see reference 5.

σN
2
ci =     rk

2Σ (21)

Nui

k=1



7. S. Pommé, Nucl. Instr. and Meth. In Phys. Res. A, 482 (2002) 565–566.

8. D. Upp, R. Keyser, D. Gedcke, T. Twomey, and R. Bingham, An Innovative Method for Dead Time Correction in Nuclear

Spectroscopy, Journal of Radioanalytical and Nuclear Chemistry, Volume 248, Number 2/May, 2001, pp 377–383,

http://www.ortec-online.com/papers/innovative.pdf.

9. R. Keyser, D. Gedcke, D. Upp, T. Twomey, and R. Bingham, A Digital Method for Dead Time Compensation in Nuclear

Spectroscopy, (Presented at the 23rd Brugge ESARDA meeting on Safeguards and Nuclear Materials Management, May 2001),

Proceedings of the ESARDA 23rd Annual Meeting : Symposium on Safeguards and Nuclear Material Management, Brügge,

2001. – 2003. – (EUR-19944.EN). – 92-894-1818-4. pp 666–671, http://www.ortec-online.com/papers/esarda_zdt.pdf.

10. D. Gedcke, R. Keyser, and T. Twomey, A New Method for Counting Loss Correction with Uncertainty in Gamma Spectroscopy

Applications, Proceedings INMM 42nd annual meeting, Indian Wells, CD-ROM, 2001, http://www.ortec-

online.com/papers/inmm_zdt.pdf .

11. R. Keyser, T. Twomey, and R. Bingham, Performance of the Zero-Dead-Time Mode of the DSPEC Plus, Proceedings of the 2001

Annual ANS Meeting, June 17, 2001, Trans. Amer. Nucl. Soc., Vol 84, PBD, http://www.ortec-online.com/papers/ans_zdt.pdf.

12. R. Keyser, T. Twomey, and D. Upp, PerkinElmer Instruments-ORTEC, and R. Sillanpaa, Teollisuuden Voima Oy, Analysis of

Long-lived Isotopes in the Presence of Short-Lived Isotopes Using Zero Dead Time Correction, Nuclear Science Symposium

Conference Record, 2001 IEEE Vol. 2, 4 – 10 Nov. 2001, pp 725–727, http://www.ortec-

online.com/papers/analysis_long_lived.pdf.

13. ORTEC Application Note AN56, Loss Free Counting with Uncertainty Analysis Using ORTEC’s Innovative Zero Dead Time

(June 2002), http://www.ortec-online.com/pdf/an56.pdf.

Application Note AN63

Tel. (865) 482-4411 • Fax (865) 483-0396 • info@ortec-online.com

801 South Illinois Ave., Oak Ridge, TN 37831-0895 U.S.A.

For International Office Locations, Visit Our Website

www.ortec-online.com

Specifications subject to change

111407

ORTEC
®



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


